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Submersible Pumps

S Series

Specification: SDA (Drainage Pump)

50 Hz

PUMP

SDA
Type of Liquid Clean Water & Dirty Water
Max. Temp. ( "C) 40°
Liguid Handled Max. Solids Size (mm) 0.2
Max. Sand content 0.1%
pH Level 6.5-8.5
s Max (m) 5
Submergence Min (m) 05
: Impeller Closed
Construction
Shaft seal type (il lubricated, single spring double mechanical seal
Suction Strainer
Connection -
Discharge (mm) DN 25, 32, 40, 50, 65, 80
Casing Aluminium
Impeller :Eiii:f“::fé;::ﬁj; Ifrulf:}uz M), (65-27/1.5 T), (80-38/0.75 T) Technopolymer
Suction Cover Galvanized Steel
Material Shaft Stainless Steel
Motor frame Aluminium
fasteners Stainless Steel
2 Carbon/Ceramic/NBR. Impeller Side
sl Carbon/Ceramic/NBR Mcﬂor Side
Accessories Standard Float switch for Single phase
Certificates 43




Motor

Type Air filled dry submersible
No. of poles 2
Rotation Speed (r/min) 2850
Insulation Class F
Protection Degree IP 68
Power Rating (kW) 0.25-1.5
Frequency (Hz) 50+ 5%
Voltage (V) 220+10% for single phase & 380+10% for three phase
Starting DOL
Over Load Protection Built in
material HO7RN-F
Cable
length (m) & or 10 (Additional information is provided in SDA model pages)

Bearings

Permanently lubricated sealed ball bearing




Performance Curves & Tables

Model Motor Q (litmin) | 0 16 33 50 66 83 100 116 133 150 166
Single Phase Three Phase HP kW [Q(m3/hr) | 0 1 2 3 i 3 6 7 8 9 10
SDA 25-2.5/0.25 M - 033 | 025 136 | 129 | 11.7 | 93 5.6 : - - - - -
SDA 25-2.5/0.37T M = 0.5 0.37 179 | 175 | 164 | 146 | 12.1 9.0 - - - - -
SDA 25-2.5/0.55 M - 0.75 | 055 |Head(m) | 253 | 246 | 233 | 208 | 17.7 - - - - - -
SDA 25-3.5/0.75 M : 1.0 | 675 322 | 316 | 305 | 287 | 265 | 235 | 20.] - - - -
SDA25-7/1.1 M SDA25-7/1.1 T 1.5 1.1 31.1 e e 30.2 | 290 | 277 | 262 | 241 | 219 | 192 | 162
Model Motor Q (littmin) [ 0 16 33 50 66 83 100 116 133
Single Phase Three Phase HP kW [ Q (m3/hr) 0 1 2 3 + = 6 7 8
SDA 32-4/0.55 M - 075 | 055 | . ) 21,1 | 207 | 195 | 179 | 161 | 136 | 106 | 6.8 -
SDA 32-4/0.75 M - 1.0 0.75 257 | 254 | 249 | 240 | 231 | 216 | 197 | 174 | 150
Model Motor Q (litYmin)| 0 50 100 150 200
Single Phase Three Phase HP kW Q) (m3/hr) 0 3 6 9 12
SDA 40-10/0.55 M - 075 | 055 | ;g (m) 18.0 - 150 | 127 | 92
SDA 40-8/0.75M | SDA 40-8/0.75 T 10 | 075 20.3 - 186 | 17.1 | 144
Model Motor Q (litVmin) | 0 50 100 150 200 250 300 350 400 450
Single Phase Three Phase HP kW | Q (m3/hr) 0 3 6 9 12 15 18 21 24 27
SDA 50-16/0.55 M - 0.75 | 055 9.9 - - 8.7 8.0 7.1 6.2 5.0 3.7 -
SDA 50-10/0.75 M |SDA 50-10/0.75 T 1.0 0.75 | Head (m) | 20.3 - 186 | 17.1 | 14.4 - - - - -
SDA 50-16/1.1 M |SDAS0-14/1.1 T L5 13 18.5 - 176 | 170 | 160 | 147 | 131 | 110 | 85 5.6




Maodel Motor Q (livmin)| 0 50 100 150 200 250 300 350 400 450 500 550 600
Single Phase Three Phase HP kW | Q (m3/hr) 0 3 6 9 12 15 18 21 24 27 30 33 36
SDA 65-24/0.75 M - 1.0 0.75 11.7 - - - 10.6 10.1 9.7 9.2 8.6 8.0 7.4 6.5 5.6
SDA65-16/1.1 M  |SDA65-15/1.1 T 1.5 1.1 Head (m) | 18.5 - 17.6 17.0 16.0 14.7 13.1 11.0 8.5 5.6 - - -
- SDA 63-27/1.5T 20 1.5 18.0 14.6 13.4 122 | 104 8.7 6.6 4.3
Model Motor Q (littmin) | 0 300 400 500 600 700 800 900 1000
Single Phase Three Phase HP kW | O (m3/hr) 0 18 24 30 36 42 48 54 al
SDA 80-48/1.1 M |SDAB0-48/1.1 T 1.5 1. 9.9 - 2 - 6.7 5.7 4.4 3.1 1.9
SDA 80-38/0.75 M |SDA 80-38/0.75 T 1.0 0.75 | Head(m) | 11.6 - 5 - 7.3 5.2 . . &
- SDA BD-38/1.5T 2.0 1.5 12.2 10.8 10.2 9.6 8.9 8.2 7.2 6.0 4.6
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Dimensions & Weights

DN

Dim.(mm) N.W.
Model A B DN (ke)
SDA 25-2.5/0.25 M 175 310 25 4.5
SDA 25-2.5/0.37T M 190 340 25 6.5
SDA 25-2.5/0.55M | 220 360 25 9
SDA 32-4/0.55 M 205 360 32 9
SDA 40-10/0.55 M 215 365 40 9
SDA 50-16/0.55 M 215 380 50 9
SDA 25-3.5/0.75M | 240 380 25 11
SDA 32-4/0.75 M 220 380 32 11
SDA 40-8/0.75 M 230 380 40 10.5
SDA 50-10/0.75 M 230 380 50 10.5
SDA 65-24/0.75 M 240 395 65 11
SDA 80-30/0.75 M 240 390 75 11
SDA 80-38/0.75 M 260 420 75 12.5
SDA 25-7/1.1 M 235 430 25 14
SDA 50-16/1.1 M 245 445 50 155
SDA 65-16/1.1 M 245 445 65 15.5
SDA 80-48/1.1 M 265 475 75 17
SDA 40-8/0.75 T 230 380 40 10
SDA 50-10/0.75 T 230 380 50 10
SDA RB0-38/0.75 T 260 420 75 12
SDA25-7/1.1T 235 430 25 11
SDA 50-16/1.1 T 245 445 50 14
SDA 65-16/1.1 T 245 445 65 14
SDABO-48/1.1'T 265 475 75 16
SDA 65-27/1.5T 245 475 65 16
SDABO-38/1.5T 265 500 75 18




Details & Extra Information

ST Power Rite Current (&) Cable line Dim.mm G.W.
KW HP (m) (LXWxH) (kg)
SDA 25-2.5/0.25 M 0.25 0.33 2.1 10 360=160x200 5
SDA 25-2.5/0.37 M 0.37 0.5 2.9 10 380x160%200 7
SDA 25-2.5/0.55 M 0.55 0.75 10 395x195%220 9
SDA 32-4/0.55 M 0.55 0.75 41 10 410=195x220 9.9
SDA 40-10/0.55 M 0.55 0.75 10 410x210%220 9.9
SDA 50-16/0.55 M 0.55 0.75 10 410x210x220 9.5
SDA 25-3.5/0.75 M 0.75 1 10 415%x210=%2235 115
SDA 32-4/0.75 M 0.75 1 10 410x195%220 115
SDA 40-8/0.75 M 0.75 1 10 420x195%230 11
SDA 50-10/0.75 M 0.75 1 5.2 10 420x195%230 11
SDA 65-24/0.75 M ). 15 1 10 420%220%240 i
SDA 80-30/0.75 M B e 1 8 420x220x260 il I
SDA 80-38/0.75 M .15 1 8 450x280x%215 13.5




SDA 25-7/1.1 M 13 1.5 10 455%x280x215 15
SDA 50-16/1.1 M 13 1.5 73 10 470x280%215 16.5
SDA 65-16/1.1 M 1.1 1.5 10 470x280x215 16.5
SDA 80-48/1.1 M 1.1 1.5 10 505x280%215 18
SDA 40-8/0.75 T 0.75 1 8 420x195x230 10.5
SDA 50-10/0.75 T 0.75 1 2 8 420x195x230 10.5
SDA 80-38/0.75 T 0.75 1 3 455x280%215 13
SDA 25-7/1.1 T 1] 1.5 3 455%x280%215 12
SDA 50-16/1.1 T 1.1 1.5 )7 8 470x280%215 kS
SDA 65-16/1.1 T ] 1.5 8 470%x280x215 15
SDA 80-48/1.1 T 1] 1.5 3 505x280x215 17
SDA 65-27/1.5T 15 2 16 8 505%280%215 17
SDA 80-38/1.5T I3 2 8 530x280x%215 19
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